
Designed by using the up-to-date Intel platform and the high-performance 

and low-power-consumption Intel processor, the uSmart CT321G3 supports 

various virtual desktop protocols and plays 1080P videos smoothly. As a light, 

safe, reliable, and green cloud terminal that has excellent performance, the 

uSmart CT321G3 is widely used in governments, enterprises, and various 

industries such as education, finance, and health care. 

uSmart CT321G3

As a virtual-desktop access terminal, the uSmart  CT321G3 saves equipment investment, simplifies 

operation and maintenance management, saves energy consumption, and provides efficient experience, 

meeting enterprise requirements for energy saving, emission reduction, and centralized management. 

Easy Installation 
and Deployment

With the VESA-compliant 
design, the uSmart CT321G3 
can be easily installed on the 
back of the display, on and 
under the desk.

Reinforced 
Security Protection

The industrial embedded OS 
supports dual network-port 
configuration and dual-network 
isolation, reducing the virus 
attack chances. The proprietary 
protection software with a 
built-in protection policy 
implements SSD card protection 
and high security.

Reliable 
Office Helper

Eliminating various fan-related 
faults, the fanless design allows 
you to enjoy a silent office 
environment and comfortable 
office experience.

Smooth 
Desktop Experience

The support for multimedia 
hardware decoding and 4K 
display provides smooth 
high-definition video playback 
and improves user experience.

It supports diverse virtual 
desktop transmission protocols, 
including ZTE RAP, Citrix ICA, 
Microsoft RDP, and VMware 
PCoIP, which can be flexibly 
switched over from one to 
another.

Diverse 
Protocol Support

Features



Specifications

Headset jack

Microphone jack

USB 3.0 interface

Power

Power interface

VGA interface

DP interface

Ethernet

USB 2.0 interface

Components

Item Description

CPU
Intel celeron N3350 2-core 2.4 GHz/

Intel celeron N3450 4-core 2.2 GHz

Memory 2 GB/4 GB/8 GB DDR3

Storage 8 GB/16 GB/32 GB/64 GB/128 GB SSD

Network 

adaptor

10 M/100 M/1000 M Ethernet card

Built-in wireless network adapter (optional)

Graphic card Intel® HD Graphics 500

Keyboard

and mouse

Standard USB keyboard (optional)

USB optical mouse (optional)

Interfaces

1 VGA interface, 1 DP interface
4 USB 2.0 interface

2 USB 3.0 interface

2 1000M RJ45 interface (1 of which is optional)

1 16-bit stereo audio output interface

1 8-bit microphone audio input interface

Display

VGA maximum res: 1920×1200

DP maximum res: 4096×2160

Dual display supported (extend and duplicate)

Item Description

OS Windows/Linux

Protocols
ZTE RAP、Citrix ICA、Microsoft RDP、

VMware PCoIP

Management ZTE CSM Network Management Platform

Power supply 12 V DC

Power

consumption
Typical power consumption: 8 W

Weight ≤1.0kg

Dimensions
185 mm×157 mm×35 mm

（depth x height × thickness）

Environment

temperature
Operating environment: 0℃~40℃

Environment

humidity
5% -95% (non-condensing)

Accessories
Power adapter, base, certificate, and 

QR code card

Guarantee

period

Three years for the terminal and one year

for accessories (such as power cables)

* For the two gigabit RJ45 interfaces, only one is configured by default. The other one is optional.


